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ABSTRACT 
 We present an experimental method based on Ohm’s Law to calibrate the Keithley 6485 
picoammeter with the calibration error less than 0.4 pico-ampere (pA), which is specified as the 
highest sensitivity of this instrument. The maximum calibration difference between the 
measurement current and the calibration current in the picoammeter’s 2 nano-ampere (nA) range 
is 0.25 pA.  This difference is far less than the highest accuracy, 0.4 pA, specified by the 





 Direct Current (DC) electrical 
current is measured with an ammeter. A 
precision digital multimeter with 6½ digits, 
like the Model 34401A from Agilent 
Technologies, can measure electrical 
current to an accuracy of 2 micro-ampere 
(A) in one year range at a temperature of 
23 ± 5°C. These time and temperature 
conditions apply to the other instruments 
throughout this paper [1]. The state-of-the-
art SourceMeter, like the Model 2410 series 
from Keithley Instruments, Inc., can 
measure DC current with an accuracy as 
low as 300 pico-ampere (pA) [2].  However, 
many applications require higher precision. 
For example, one commonly uses a 
picoammeter like the Model 6485 from 
Keithley Instruments, Inc. to measure the 
leakage current of a diode. The 
measurement accuracy in the 2 nA range of 
this picoammeter can reach down to 0.4 pA 
[3].  The measurement accuracies of these 
instruments are listed in Table I in Section II. 
The purpose of this article is to discuss the 
nontrivial calibration of the Keithley 6485 
picoammeter. In the calibration process we 
also develop a method to reliably use this 
instrument in sub-pA measurements.  
 
II. CALIBRATION PRINCIPLE   
 
 We employ Ohm’s Law, R=V/I, to 
calibrate the picoammeter. With a given 
resistor, R, and a given voltage, V, the 
current through the resistor is calculated to 
be Ical = V/R. By measuring the voltage, V, 
through the SourceMeter and knowing, 
precisely, the resistance, R, we can then 
measure the current, I6485, by the 
picoammeter and compare Ical with I6485 in 
order to calibrate the picoammeter. However, 
the precision of the resistor given by the 
manufacturer is not precise enough. Note 
that in order to generate an ultra low current, 
the resistance must be very large. The ultra 
high resistance measurement is not trivial.  
We assume that the resistance of 
the resistor remains constant throughout the 
calibration process. With this assumption, 
we should obtain a straight line in the I-V 
plot when both the voltage and the current 
are measured correctly. The resistor we 
choose is a 100 Giga-ohm (GΩ) resistor of 
0.5 W and 2% precision [4].  The exact 
value of the resistor is measured during the 
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Figure 1.  Schematic (a) and connection block diagram (b) of the picoammeter calibration. 
 
 
calibration. The value of the resistance does 
not actually affect the measurement as long 
as one given resistor is used consistently. 
The highest power consumption in the 
resistor is approximately 10 micro-Watt with 
1000 V voltage over it. This power 
consumption is very small and is considered 
to be dissipated quickly to the environment, 
and hence, does not contribute to any 
significant temperature increase of the 
resistor.  
Our calibration of the picoammeter 
is done in two steps. The first step of the 
calibration measures the resistance. We 
determine the voltage by the SourceMeter 
and measure the current both by the 
SourceMeter as I2410 and by the 
picoammeter as I2nA and I20nA in 2 nA and 20 
nA ranges respectively. For practical 
reasons, only the Keithley 6485 
picoammeter’s 2 nA and 20 nA current 
measurement ranges are used in the 
calibration. Ranges above 20 nA are 
relatively easily calibrated and are not 
discussed in this paper. We then plot the 
resulting I-V curves. We assume that I2410 is 
correct above 300 pA, which is the highest 
instrument accuracy specified in the 
datasheet.
2
 We verify that I2nA and I20nA 
above 300 pA are consistent with I2410 within 
the instrument accuracy of the Keithley 
Models 2410 and 6485. The voltage that 
generates 300 pA through the calibration 
resistor is 30 V. We then use the voltage 





Model Range Accuracy 
 
 
34401A 10 mA    ±(I×0.05% + 2 A) 
2410 1 uA          ±(I×0.029% + 300 pA) 
6485 2 nA     ±(I×0.4% + 0.4 pA) 
6485 20 nA  ±(I×0.4% + 1 pA) 




Table I.  Measurement accuracies of Agilent 34401A, Keithley 2410, and Keithley 6485. 
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Figure 2.  The current-voltage curves. 
 
 
readings above 300 pA to fit straight lines for 
each of the I-V curves. The intersection of 
each straight line with the I axis is taken to 
be the system error of each model. The 
slope of each fitted straight line is the 
conductance, and the reciprocal of this 
conductance is the resistance. We then use 
the weighted average of the three 
conductance measurements in order to 
calculate the resistance, R, and use it in the 
next calibration step.  
  The second step of the 
picoammeter calibration is to extrapolate 
each straight line of the I-V curves below the 
threshold. We attribute any deviations from 
each straight line to the incorrect 
measurement of the current by the 
picoammeter. Hence, we are able to 
calibrate the picoammeter. 
 The voltage measurement accuracy 
of Model 2410 is listed in Table I. In order to 
generate 0.4 pA through the 100 GΩ resistor, 
the voltage needs to be set at 40 mV.  
According to the datasheet, the accuracy of 
this voltage is 304.8 μV. This translates to 
an uncertainty of 6.08 femto-ampere (fA) in 
the current calculation, or 1.5% of 0.4 pA. 
We attribute the uncertainty to one of our 
calibration errors. Other errors will be 
discussed in Section IV, along with the 
calibration results. 
 
III. CALIBRATION SETUP 
 
 A circuit schematic and a 
connection block diagram are shown in Fig. 
1. We use Keithley’s high voltage 
SourceMeter, Model 2410, with voltage and 
current read back, to provide the voltage up 
to 1000.00 V. An ultra high resistance, high 
voltage, precision, and thick film resistor, 
RX-1M1009GE from Ohmite Manufacturing 
Company, is housed inside an aluminum 
project box. The picoammeter, Keithley 
6485, and the high voltage Keithley 2410 
SourceMeter, are connected through coaxial 
cables with BNC connectors. The aluminum 
project box and the coaxial cables provide 
shielding against electromagnetic noise 
throughout the entire system. This is crucial 
in current measurements within pA range or 
below.  
 Voltage from 2 mV to 1000 V is set 


































is measured by Keithley 2410 in 1 μA range 
and Keithley 6485 in 2 nA and 20 nA ranges. 
Below 200 V, the current is measured by 
Keithley 2410 and Keithley 6485 in 2 nA and 
20 nA ranges. Above 200 V, the current is 
measured only by Keithley 6485 in 20 nA 
range and Keithley 2410.  
 In order to acquire data from the 
picoammeter and the SourceMeter, a 
National Instruments LabVIEW program was 
constructed. The LabVIEW program 
automatically incremented the supply 
voltage, and read out the voltage and 
currents from both the SourceMeter and the 
picoammeter. At each set voltage, the 
voltage and current were measured 100 
times. The averaged current and the 
standard deviation for each set of 100 
current measurements are calculated in the 
same LabVIEW program. The standard 
deviation is used as the measurement error 
in the linear fitting.  
 
IV. CALIBRATION RESULTS 
 
 I-V curves above 30 V are shown in 
Fig. 2. Each point shown in Fig. 2 is the 
average value. The lines in Fig. 2 are the 
current uncertainty range set by the 
SourceMeter, i.e., I2410 + ΔI2410 and I2410 - 
ΔI2410, where ΔI2410 is the measurement 
accuracy of the SourceMeter. As can be 
seen in Fig. 2, the current measurements of 
the picoammeter in 20 nA and 2 nA ranges 
all fall within the SourceMeter uncertainty 
range. This indicates that the picoammeter 
and the SourceMeter have consistent 
current measurement within their accuracy 
specification.  
 Shown in Fig. 3 is the current 
difference measured by the picoammeter in 
2 nA and 20 nA ranges, (|I20nA - I2nA|), and 
the square root of the sum of the squares 
(RSS) of the accuracies in these two ranges, 
   22
2
20 nAnA II  , where ΔI20nA and 
ΔI2nA are the accuracies of the picoammeter 
in these two ranges. The current difference 
is far less than the sum of the accuracies in 
these two ranges, indicating that the current 
measurements of the picoammeter in the 
two ranges are consistent with each other in 
their accuracy specification. As discussed in 
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Figure 4.  The fitting residuals of I-V curves. 
 
 
SourceMeter measures the current correctly, 
we believe that the current measurements 
above 30 V in 2 nA and 20 nA ranges by the 
picoammeter are also correct.  
 Once we verified that the 
picoammeter current measurements over 30 
V are correct in 2 nA and 20 nA ranges, we 
perform the curve fitting. The fitting process 
is to minimize the square of the sum of 
residuals, i.e., 
 










Note that both the current and voltage 
values have measurement errors; therefore, 
this is not a normal least square linear curve 
fitting. Our goal, however, is to fit a straight 
line. The fitting is done by ROOT [5].  The 
fitting residuals, ( 0IYVI  ), are shown in 
Fig. 4.   
 The fitting results are listed in Table 
II. The intersection I0 is the system error. 
Comparing I0 in Table I and measurement 
accuracies in Table II, we conclude that 
system error, I0, is within the accuracy 
specified for each instrument.  
 The slope of the fitting straight line 
is the conductance, which is the reciprocal 
of the resistance. The comparison of the 
fitted conductance values is shown in Fig. 5. 
The distance between conductance values 
is within two times of the standard deviation. 
Since there is only one resistor, three 
conductance values are averaged based on 
their errors in order to calculate the average 
conductance Y, as indicated in Eqs. (1) and 
(2):  
     









































            


















































 The resistance, R, is calculated by 
the equation R = 1/Y = (989706.3 ± 8.2)  
10
5
 Ω. This is within the specification of the 
resistor.   
 Once we obtain the resistance, we 
extrapolated each straight line and 
calculated the calibration current Ical = YV+I0. 
The errors, |I – Ical|, are shown in Fig. 6 and 
compared with the accuracy. As seen in Fig. 
6, the difference between the measurement 
current and the calibration current are within 
the accuracy specification, indicating that 
the current measurements in these two 
ranges are correct. The maximum 
calibration error is 0.25 pA in 2 nA range, far 
less than the highest accuracy, 0.4 pA, 
























 Y (S) I0 (A)  
 
SourceMeter     (10104.0 ± 5.8)10-15 -(78.5 ± 3.1)10-12 
PA 2 nA   (101028.7 ± 7.3)10-16   -(5.9 ± 8.8)10-14 
PA 20 nA (1010402.1 ± 8.4)10-17 -(45.7 ± 3.6)10-14 




Table II.  Curve fitting results. 
  
 
   
   
   
   











 We present a method based on 
Ohm’s Law to calibrate the Keithley 6485 
picoammeter with the calibration error less 
than 0.4 pico-ampere (pA), which is 
specified as the highest sensitivity of this 
instrument. The calibration results show that 
the difference between the measurement 
current and the calibration current are within 
the accuracy specification. The maximum 
calibration difference between measurement 
current and the calibration current in 2 nA 
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